BMP 066 - Keep Tanks, Piping, and Valves in Good Condition

Description of Potential Pollutant and Source: Tanks, piping, and valves may leak fuel or other
significant materials due to corrosion, loose fittings, poor welding, or improperly or poorly fitted
gaskets. This can expose these materials to storm water, which can transport them to storm
drains and/or receiving waters.

Description of BMP: Tanks, piping, and valves will be kept in good working condition. Tanks,
piping, or valves which are leaking will be repaired or replaced.

Application Guidance: Tanks, piping, and valves will be inspected monthly and kept in good
condition at all times. If applicable, preventive maintenance will be performed.

The frequency for implementing of this BMP has been provided as general guidance. However, a
facility operator may wish to establish a more suitable frequency. This will require SWPPP
implementers to make judgments based on facility operations and conditions.

Training: Personnel will be trained to regularly inspect for leaks or conditions that could lead to
the discharge of chemicals, or storm water contact with waste materials. Personnel will be
trained to routinely inspect equipment before each use. Tanks, piping and valves which are not
frequently used, will be inspected weekly. Procedures for notifying the appropriate maintenance
personnel if a leak is found, will be established.

Effectiveness and Cost: Keeping tanks, piping, and valves in good condition is a highly effective
BMP. The cost of repairing or replacing piping and valves is typically low. The cost of repairing
or replacing tanks will vary based on the size of the tank and its present condition.

Limitations: None



